
OZDECK Premium Composite Decking
Decking Made Easy

PRODUCT OVERVIEW

OZDECK Premium Composite Decking is a high-performance capped WPC decking solution designed for Australian
outdoor conditions. Combining the natural appearance of timber with the durability of advanced composite technology,
OZDECK provides a low-maintenance and long-lasting alternative to traditional timber decking.

PRODUCT FEATURES

• Low-maintenance composite decking

• UV-resistant co-extrusion capped surface

• P5 Slip Resistance Rating

• Fire Rated for External Applications

• Concealed fixing system

• Resistant to rot, termites, and splintering

• No sanding, staining, or oiling required

• Designed for Australian outdoor conditions

• Suitable for residential and commercial applications

BOARD SPECIFICATIONS

Specification Details

Board Type Hollow Composite Decking

Board Dimensions 5400mm × 140mm × 23mm

Board Weight Approx. 15kg per board

Material WPC Co-Extrusion

Installation Method Concealed Clip System

Recommended Joist Spacing 400mm Centres

Residential Warranty 20-Year Structural Warranty

Colour Fade Warranty 15-Year Residential Warranty

ACCESSORIES & EDGE FINISHES

• Matching edge and stair nosing boards available

• Designed for picture frame borders, stair applications and perimeter finishing

• Colour matched to complement the OZDECK decking range

AVAILABLE COLOURS

Iron Wood Silver Grey Teak

Smokey Grey Cedar Red Natural Oak



INSTALLATION GUIDELINES

Application Recommended Joist Spacing

Residential Applications 400mm Centres

Commercial / Heavy Traffic Areas 300–350mm Centres

Stair Treads Maximum 300mm Centres

Expansion Requirement Recommended Gap

Side-to-Side Board Gap 3mm or 6mm Clip System

End-to-End Board Gap Minimum 6mm

Clearance From Fixed Structures Minimum 6mm

Boards primarily expand and contract lengthways. Correct expansion gaps must always be maintained during
installation.

SUBFLOOR VENTILATION & CLEARANCE

• Minimum 40mm clearance required above concrete or solid surfaces with adequate drainage

• Minimum 100mm clearance recommended above soil or areas with poor drainage

• Adequate airflow and drainage must be maintained beneath the deck at all times

• Sufficient cross-ventilation around the perimeter of the deck is recommended to reduce heat and moisture build-up

• Decking boards must not be installed directly onto concrete, soil, tiles or other solid surfaces without a suitable
subframe system

SUBFRAME REQUIREMENTS

• Treated pine timber

• Hardwood timber

• Aluminium framing systems

• Steel framing systems

STORAGE & HANDLING

• Store boards on a flat, dry surface

• Keep boards covered prior to installation

• Avoid excessive heat exposure before installation

• Do not cut or install boards when excessively hot or exposed to direct sunlight for extended periods. Boards should be
acclimatised in a cool, shaded area prior to cutting and installation.

CARE AND MAINTENANCE

• Clean periodically using mild soap and water

• Avoid harsh chemicals or solvent-based cleaners

• Avoid dragging sharp or heavy objects across boards
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